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USER GUIDE  FOR CSK 2011- CSK 2012-CSK 2013- CSK 2014 
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1. Operation of irrigation system connected to the device is called the mobile phone line, phone, after opening the "*" and "1" key is pressed to capture the contact number 1 is provided. Irrigation system is running a long beep is heard by mobile phone.
 
 2 Stopping irrigation system connected to the device line is called the mobile phone, phone, after opening the "#", and "1" key is pressed to the left of 1nolu contact is provided. Irrigation systems has stopped short beep is heard twice.
 
 3 Irrigation System Status to learn the device is connected to the mobile phone line is dialed, the phone after opening 0 and 1 by pressing number 1 ignition captured (irrigation system is running) a long beep is heard, contact towed if not (irrigation system does not work) two times a short beep is heard. So that the irrigation system is working is not understood.
 
 4 Submersible Motor Protection Feature irrigation system when a power failure and electricity come back when the system is optional 1-9 minute wait between the submersible pump runs so divers engine power outages caused by failures are protected. If you want the standby feature can be disabled through the device.
 
 5 External Contact Information Reading (Water flow control) feature, regardless of irrigation control devices are working on any electrical equipment not related to ability to read or have contact. Dry contact connected to the reading portion of the mobile phone contacts drawn from "0" and "5" key is pressed, the number will hear a long beep. If contacts are not drawn, two short beeps is produced. (Optional features). Feeds switch to the EXT input (flow switch) connected to the water flowing in the pipe does not flow can be controlled remotely.
 
 6 Device memory status to be taken to contact the factory settings will be saved to memory status contacts have been set. There has been delay after power outage scheduling waits until the desired time and that way whatever the status of contacts opens. If the power outage and the device is not opened after the ignition switch to the standby status is desired, "9" and "2" by pressing the right contacts are not stored in the memory status. To return to preset factory settings, respectively, "9" and "1" key is pressed. Operation is successful, a long beep is heard. 
 
7 After Power Failure Setting Up a Standby Time of opening the device to factory settings as determined at 1 minute. To change this period were "7" for the requested minutes between 1 and 9 keys are pressed. Operation is successful, a long beep is heard. For example, the opening delayed by 3 minutes, respectively, "7" and "3" key is pressed.
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	Irrigation Remote Control Unit By Cell Phone 
CSK 2011
Technical Specifications 

	Device Name
	Irrigation Remote Control Unit 
By Cell Phone 

	Model Name
	CSK 2011

	Voltage Parameters
	220 Volt AC - 12 Volt DC (optional)

	Switching Voltage
	220 Volt AC

	Switching Current (Max)
	10 Amper

	Size
	125 x 90 x 55mm

	Guarantee
	2 years

	Number of Remote Control Contact 
	1 

	Audio warning
	Yes

	Device Status Led (Heart Beat)
	Yes

	Contact Status Led
	Var

	High Voltage Pulse Preventing 
	Yes (2500Volt)

	External Contact Observing
	Yes

	Wall mount
	Yes

	Rail mount
	Yes

	Contact memory
	Programmable

	Contact latching
	Programmable

	Power On Interval After Power Failure 
	Programmable 1-9 min.

	Supported Cell Phone Models
	Nokia 1110-1112-3310-3330-2100-2300-
5210-6600-3210-8310-8250-8510-8800
{ 1200-1208-1209-2630 optional }
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